— o Material Safety Data Sheet

( g Section 1: PRODUCT AND COMPANY IDENTIFICATION

bioMérieux, Inc. EMERGENCY CONTACT
595 Anglum Road 1-314-854-0344

Hazelwood, MO 63042 Or Contact Your Local

For Information call: 1-800-638-4835 Poison Control Center

Product Number: 70422 (VP1), 70420,
" Product Name: VP1
Synonyms: Caustic potash, Potassium hydrate

Section 2: COMPOSITION/INFORMATION ON INGREDIENTS

- CAS# Component Percentage  Exposure Limits

--1310-58-3 - .Potassmm Hydrox1de _ D s e . 7. 740% - . Non€Establisked-PEL
o = . SR 2 mg/m3 TLV-Ceiling .
7732-18-5 ~ Water 60% None-established -

PEL=OSHA Permissible Exposure Limit. TLV¥ ACGIH Threshold Limit Value. TWA=time weighfed everage.

Section 3: HAZARDS IDENTIFICATION

: U.S. PRECAUTIONARY LABELING _
ST ... .. DANGER! .. = ... e
' ay cause severe bums to'the'e eyes and skin. Inhalation of spray mist can cause severe. resplratory untatxon and p0351ble lung damage Do '
at get in eyes, on skin or clothing. Avoid breathing mist. Keep contamer closed.

: INTERNATIONAL LABELING
Causes severe burns. Avoid contact with the skin and eyes. Wear suitable protective clothing, gloves and eye/face protection. In case of

~ contact, rinse immediately with plenty of water and seek medical advxce In case of accident or if you feel unwell, seek immediate medical
adwce =

EU Classification: Corrosive

~ Rand SPhrases: R35, S24/25, 526, $36/37/39, $45

HEALTH HAZARDS:

Inhalation: Inhalation of mists may cause irritation to the mucous membranes and respiratory tract with burning of the nose and throat.
Severe exposures may result in pulmonary edema which may be fatal. .

Skin Contact: Contact may cause severe irritation and chemical burns.

Eye Contact: Contact may cause severe chemical burns that may lead to damage and possible blindness.

Ingestion: Ingestion may cause burns to the mouth, throat and gastrointestinal tract, collapse, shock and death.

Chronic Health Hazards: Prolonged and/or frequent exposure to dilute alkaline solutions may cause dermatitis.

Carcinogen Status: None of the components of this product are listed as a carcinogen or suspected carcinogen by IARC, NTP or OSHA.

Medical Conditions Aggravated by Exposure: Individuals with pre-existing skin disease may be at increased risk from exposure to

this product.

Section 4: FIRST AID MEASURES

Inhalation: Immediately remove the victim to fresh air. If breathing has stopped administer artificial respiration. Get immediate medical
; attention.
~«in Contact: Tmmediately remove contaminated clothing. Flush contacted area with large amounts of water for at least 15 minutes. Get
immediate medical attention.

N/D = Not Determined o : 4 . . N/A=Not Applicable
MSDS Number: 410198-1
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-Eye Contact: Immediately flush eyes with large amounts of water for at least 30 minutes while holding the eyelids open to assure that
the entire surface is flushed. Get immediate medical attention.
Ingestion: Immediately call poison control and follow their instructions. DO NOT INDUCE VOMITING. Get immediate medical
attention.

Section 5: FIRE FIGHTING MEASURES

Flash Point (Method Used): None

Autoignition Temp: None

Flammable Limits: LEL: N/A UEL: N/A
Extinguishing Media: Use any.media appropriate for the surrounding fire. Do not apply water directly to-product. . . - i

Unusual Fire and Explosion Hazards: This material will react with water releasing heat which may cause boiling and spattering.
Hazardous Combustion Products: None T

. Section 6: ACCIDENTAL RELEASE MEASURES

Wear protective equipment (gloves, suit; goggles). Neutralize with dilute acetic acid. Collect spill with absorbent and»'plac‘e in cofitainer - -
for disposal. , : o L . ‘ _

) .

‘x<ollow the directions on the package insert. F ollow prudent laboratory practices of avoiding contact (breéthiﬁg’, touching, smoking:...)" o
with a laboratory reagent. Prevent contact with the skin and eyes. - - ‘ : : ceeee

Follow storage instructions on thé product Iabel.

Section 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

Ventilation: General laboratory ventilation should be adequate.

Respiratory Protection: If exposures exceed the occupational exposure limits wear an approved dust/mist respirator or supplied air
respirator.

Gloves: Impervious gloves such as butyl rubber or neoprene.

Eye Protection: Chemical safety goggles.

Other Protective Equipment/Clothing: Appropriate impervious clothing as needed to prevent contact.

Section 9: PHYSICAL AND CHEMICAL PROPERTIES

Appearance and Odor: Clear liquid with no odor.

pH:14 Boiling Point (F): Approx. 133 C
Yapor Pressure: N/A Melting Point (F): N/A

Vapor Density: N/A _ Percent Volatile:  60% (water)
Evaporation Rate: N/A Specific Gravity: 1.3

Water Solubility: Complete Coefficient of Oi/Water: N/D

! Section 10: STABILITY AND REACTIVITY

“ability: Stable under normal temperatures and pressures.

- N/D =Not Determined Ce ) » - ] . L N/A = Not Applicable
MSDR Number: 410198-1
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Conditions to Avoid: None known.

Incompatibility: Acids; aluminum, tin, zinc and their alloys; organic halogen compounds, organic nitro compounds.
Hazardous Decomposition Products: None.

Hazardous Polymerization: Will not occur.

‘Section 11: TOXICOLOGICAL INFORMATION

Potassium hydroxide: oral rat LD50: 273 mg/kg.

Section 12: ECOLOGICAL INFORMATION

R

* Section 13: DISPOSAL CONSIDERATIONS

Waste Disposal Method: Dispose of product in accordance thh all local, state/provincial and federal regulatlons
Container Disposal: Empty containers should be collected for proper d1sposa1 R

‘Section 147 TRANSPORT IN'FORMATION

)per Shlppmg Name: Potassium hydroxxde solunon
‘thnical Name:
uUN'Number: UNI814
Hazard Class/Packing Group: 8, PG II
Labels Required: Corrosive © = .
DOT Packaging Requireménts: 49 CFR 173.202 and 49 CFR 173.242

~ Exceptions: 49 CFR 173.154

TATA/ICAO AIR TRANSPORTATION

Proper Shipping Name: Potassium hydroxide solution

Technical Name: '

UN Number: UN1814

Hazard Class/Packing Group: 8,11

Labels Required: Corrosive (1 to 30 L - Cargo Aircraft Only)

IATA Packaging Requirements:  Passenger Aircrafi-809; Cargo Aircrafi-813

Section 15: REGULATORY INFORMATION

'SARA 311/312:  Hazard Categories for SARA 311/312 Reporﬁng Acute health

SARA 313: This Product contains the following chemicals subject to Annual Release Reporting Requirements under SARA Section 313
(40 CFR372):
None
CERCLA Section 103 Reportable Quantity: Product: 2500 Ibs (Potassium hydroxide:1000 Ibs)
California Proposition 65:
This product contams the following substances known to the State of California to cause cancer and/or reproductive harm:
None known
adian WHMIS Classification: Class E

e

ey

N/D =Not Determined ‘ ) _ . - N/A = Not Applicable
MSDS Number: 410198-1
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Section 16: OTHER INFORMATION

NFPA Hazard Rating: Health: 3 Fire: 0 Reactivity: 1
Revision Summary: New MSDS. 70420 is now sold as part of the kit 70422.
CREATION DATE: 2/12/2001 ) o . . REVISION DATE: 2/12/2002

The above information is believed to be correct as of the date of this sheet but does not purport to be all inclusive and shall be used only as
a guide. Since the use of this information and the conditions of use of the product are not within the control of bioMérieux S.A. nor
bioMérieux, Inc., it is the users obligation to assure safe use of this product.- :

i

1]

N/D = Not Determined - . . . - N/A=Not Applicable
MSDS Number: 410198-1



